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As is the case at most other educational institutions in Copenhagen, many people bike there, and the students are only
in class for a limited.

More controversially, particularly for those with visual impairments, it can mean removal of kerbs: this is
sometimes called a level surface. Complementary measures There is a range of complementary measures that
go hand-in-hand with encouraging cycling. Key requirements Convenience: Part of the beauty of cycling is
that it can be quick and convenient, so cycle parking should be located near main entrances. Cycle training
vouchers â€” to encourage new cyclists, both young and older, to learn to cycle. However, much current
practice seen around the UK unnecessarily puts cyclists into conflict with pedestrians. One or more car
parking spaces given over to cycle parking in each existing Cambridge street - about one space for every five
houses, to start with More cycle parking in residential areas and the city centre and at workplaces and shops.
When asked what illegal parking would entail, he answers that parking on a parking spot designated for cars
would be legal, because motorbikes reserve a similar space on the road. Designers must consider looking to
solutions employed abroad if junction safety is to be addressed seriously. They can either be under continuous
supervision or have a shared key arrangement, where each cyclist has a key to the outer door. Where a route
would also be used by horse riders or ramblers, an additional 3 metres of regularly cut grass can help reduce
conflicts between people cycling and other users. In determining the level of provision when allocating land:
In some Local Authority areas, Cycle Parking Standards are set out in the Local Plan for new developments,
and these will be a significant objective consideration that the development must meet or exceed. Cycle
parking is needed at all types of locations: residential houses and flats, workplaces and businesses, shops,
schools, local amenities, and entertainment venues. Pedestrians do not like cyclists approaching unannounced,
and cyclists do not like being slowed down by pedestrians. The concepts and design of a Dutch junction are
explained in this video: The same principles from a US perspective are explained in this video: www. New
developments planned around the bicycle will also use land more efficiently. The future of everyday cycling is
crucially linked to making our cities, towns and streets attractive for people to live and work. The cycle
parking guide referenced on page 34 contains a set of technical drawings and more information on cycle
parking. Lockers should be a minimum of mm wide, 1,mm long and 1,mm high. People should be able easily
to distinguish the areas designed for walking from those designed for cycling or driving. For 40 cycle parking
spaces, square metres of space needs to be allocated. Bolting racks to the street allows more flexibility in size.
This is most evident when cycle infrastructure in the development links fully to major office parks and railway
stations. Guard rails should never be used: it is an old-fashioned and ugly design tactic that is now discouraged
in all government guidance, e. This is a matter of both equity and encouraging people to use bicycles. Demand
is increasing for bicycle parking as people cycle more, so a multi-faceted and proactive approach is needed. A
traditional dropped kerb with an upstand of 10mm or more is NOT acceptable. But on the positive side, both
parties â€” not just one of them â€” get a parking option. The Plan outlines the parallel investment between
private and public providers of bicycle parking, and a commitment to develop a Bicycle Parking Strategy.
Install the stands at least one metre apart. There should be no dead-ends where the only way out is the only
way in. The stand provides good support to the cycle and allows the cyclist to secure both the frame and
wheels without risk of damage. How does flex parking work? This guide, which we commissioned, and is
generously funded by Bike Hub, represents best practice which shows developers and decision-makers how
we can get more people cycling. For housing, there should be space to park at least one bicycle for each
expected resident. Quantity: There must be sufficient cycle parking for the number of residents or, for
amenities such as shops, the likely number of visitors and employees. Quantity of cycle parking The required
quantity of cycle parking is typically underestimated within new developments or when improving streets to
encourage cycling. Endorsements Major organisations and bodies promoting cycling in the UK support the
guidance in this publication. Compare this with the massive numbers of car parking spaces which are assumed
as a right for local residents, and the problem becomes clear. They should be smooth, generally uninterrupted,
and designed to avoid the need for maintenance. Corrals are typically removed before plowing season starting
December 1 , and re-installed in the springtime. This type of arrangement is likely to be most appropriate at
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work places where users generally belong to the same group. A convenient location A key aspect of providing
cycle parking is location. Photographs copyright of their respective owners. It replaces DB32 and other older
guidance. For instance, such links are very useful between the corner of a development and a primary street at
the edge of a development or joining up other parts of the built-up area.


